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The Cassette carrier is a multi purpose vehicle that
can incorporate a multitude of cassettes that can be
loaded , transported and unloaded anywhere it is
required underground. Loading/unloading of the
cassette is a one man operation and the vehicle’s
drivetrain is hydrodynamic.

PRODUCT INFORMATION



ENGINE OPTIONS
Water-Cooled

CAT C4.4 EPATier 3

Cummins QSB 3,3 EPATier 4
John Deere 4045DF270 EPA Tier 2
Perkins 1104C-44T EPA Tier 2

Air-Cooled
Deutz F4L914W EPA Tier 2

Catalytic Purifier & Fume
Diluter

TRANSMISSION

Dana Clark Power Shift
3-speed forward & reverse
Constant 4-wheel drive

AXLES
Rigid, Planetary Hub Reduction
112 Dana Spicer

BRAKES

Wet Disc Hydraulic Brakes

Spring applied fail safe park brake
On all 4 wheels

Tyre size: 8.25 x 15

STEERING

Frame Articulation £34°
Orbital valve & steering wheel
Frame Oscillation £10°

HYDRAULICS
175bar, 65|/min

ELECTRICAL SYSTEM

24V negative earth

55A alternator

Lights Halogen 50W 4 forward

2 rear with red brake lights

LED Navigation Lights

C.A.S. System — Optional
OVERSPEED System —Optional
DATA Logging — Optional

PERFORMANCE
1st gear: 5km/hr (max)
2nd gear: 12km/hr

3rd gear: 28km/hr

WEIGHT
Operating: 3960kg
Max Payload: 4000kg

DIMENSIONS

Length 6728mm
Width 2500mm
Height 1400mm
Wheel base 3315mm

Ground Clearance 260mm

TURNING RADIUS
Outer 6748mm
Inner 4044mm
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The general purpose cassette is supplied as a
lockable unit. The cassette is supplied with removable

ply-wood covers enabling the secure storage and
transport of materials.



Features:

2000 L Capacity Stainless Steel Tank

Access Hatch for cleaning purposes

Camloc fittings on Discharge

Purpose built toilet assemblies for mining
environment

Removable screens and doors for privacy.

Low Profile design.

Pump supplied for Discharge into Municipal Sewage
System



The general purpose cassette is supplied as a
lockable unit. The cassette is supplied with removable

ply-wood covers enabling the secure storage and
transport of materials.



The Flatbed cassette is supplied with integrated
lashing points recessed into the floor allowing loads to
be secured before transport. This basic cassette can
be modified to suit clients specific applications.

TECHNICAL SPECIFICATIONS



Ambulance Cassette

= Developed to carry two injured patients and a
medic.

= Storage bins for medical equipment, sharps etc.

= Internal LED lighting and provision for oxygen
bottle storage.



Fire Fighting Cassette

* Ansul Foam system.

« 2000L carrying capacity.

» Dispensing reel and pump to suit application.
« Storage for Rescue equipment

TECHNICAL SPECIFICATIONS



The Diesel cassette is based on a Lube and Fuel
cassette offers the following features:

2000L capacity

Electric trailing cable, 380/550Vac (Self powered)
Hydraulic powered from Carrier

4 Nozzle Fire Suppression system

TECHNICAL SPECIFICATIONS



The Lube and Fuel cassette offers the following
features:

« 2000L capacity

» Electric trailing cable, 380/550Vac (Self powered)
» Hydraulic powered from Carrier

» Multiple Lubes can be carried and dispensed.

* 4 Nozzle Ansul fire suppression system

‘__“;:’

e - g
\ - 1. : &

V7]
e
9.
-
<L
3
T
O
LL
A
/2]
-
<
3)
<
-
UZ
LLI
=




The Store cassette offers the following features:

» Lockable equipment cages for security.

* Internal Lighting

« Study Work Surface , mounting for Bench top vice.
« Custom features as per client’s request.

TECHNICAL SPECIFICATIONS



The Honey Sucker cassette offers the following
features:

« 2000L capacity.

TECHNICAL SPECIFICATIONS



